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3-axis CNC machining centre with moving gantry structure, designed for drilling, milling and threading on bars  or 

workpieces of aluminium, PVC, light alloys in general and steel. The moving part of the machine consists of a gantry with 

precision rack and pinion drive. The 8,5 kW electrically-driven spindle with ISO 30 tool holder allows machining 

operations, including heavy-duty work, with optimum results in terms of speed and accuracy. The machine can be used in 

double mode (7000 model) so as to minimize machine downtime, as it is possible to change the workpiece (load/ unload) 

and the automatic setting of the vices in "concealed" time. It is also possible to load and consequently machine different 

workpieces between the two work areas. The automatic tool magazine for 4.000 mm version is available in a fixed 

solution on board the machine with 4/8 places, recommended for single place machining. Otherwise a 12-place automatic 

magazine on board the carriage, ideal to allow a faster tool change and useful for the double mode machining, is  

available. The 7.000 version is supplied with the 12-place automatic magazine on board the carriage. The gantry is 

provided with a guard which, besides protecting the operator, also reduces the noise impact on the environment.  
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TKE 943 / MACHINING CENTRES 
 

 

LAYOUT 

     

 

A B C D 

TKE 943 - 4m (mm) 6.700 7.400 - - 

TKE 943 - 7m (mm) - - 9.800 10.500 

 

1. Provision of the machine for extended machining management (optional) 

2. Enclosure guard of the 4th side (optional) 

    

The overall dimensions may vary depending on the product configuration. 
    

 

AXIS STROKES 
 

 

X AXIS (longitudinal) (mm) 

 

4.000 ; 7.000 

Y AXIS (transversal) (mm) 

 

1.070 

Z AXIS (vertical) (mm) 

 

550 

 
 

  

ELECTROSPINDLE 
 

 

Maximum torque (Nm) 

 

13,5 

Maximum speed (rpm) 

 

24.000 

Maximum power in S1 (kW) 

 

8,5 

 
 

  

WORKABLE SIDES 
 

 

With direct tool (upper side) 

 

1 

With angular head (lateral sides, heads) 

 

2 + 2 
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AUTOMATIC TOOL MAGAZINES (4,000 Version) 
 

 
Number of angle machining heads which can be loaded onto the automatic magazine 

 
2 

 

Automatic 12-place tool magazine on board the gantry (**) 
 

 

 

Fixed left 4-place tool magazine 
 

 

 

Maximum size of tools which can be loaded onto the revolver magazine (mm) Ø = 180 - L = 200 
 

Fixed left 8-place tool magazine 
 

 

 

Maximum size of tools which can be loaded onto the 4/8-place magazine (mm) Ø = 120 - L = 180 
 

Fixed left 7-place tool magazine 
 

 

 

Number of angle machining heads which can be loaded onto the 7-place magazine 2 
 

Maximum size of tools which can be loaded onto the 7-place magazine (mm) Ø = 180 - L = 200 
 

(**) if the provision for angle head is configured, the places in the magazine are reduced to 10 
 

  

AUTOMATIC TOOL MAGAZINE (7,000 Version) 
 

 
Automatic 12-place tool magazine on board the gantry (**) 

 
 

 

Number of angle machining heads which can be loaded onto the automatic magazine 2 
 

Maximum size of tools which can be loaded onto the revolver magazine (mm) Ø = 180 - L = 200 
 

(**) if the provision for angle head is configured, the places in the magazine are reduced to 10 
 

 

WORK AREA 

 

 
1F = 1 face machining 5F = 5 faces machining 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 

 
Configurations with 12-place automatic tool magazine on board the carriage 

A B C D X1 Y1 (a) 

 

single 
TKE 943-4 60 107 255 55 4.050 450 

mode 

 
single 

TKE 943-7 60 107 255 55 7.000 450 
mode 

 
double 

60 107 255 55 2.800 450 
mode 

 
Configuration with one 4-place fixed tool magazine 

A B C D X1 Y1 (a) 

    

 

 
Z1 

 

 
X2 

 

 
Y2 (b) 

 

 
Z2 

 
300 

 
3.800 

 
410 

 
300 

 
300 

 
6.850 

 
410 

 
300 

 
300 

 
2.650 

 
410 

 
300 

 

 

Z1 

 

 

X2 

 

 

Y2 

 

 

Z2 
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WORK AREA 

single 
TKE 943-4 60 107 255 55 

mode 

 
Configuration with one 8-place fixed tool magazine 

A B C D 

 

single 
TKE 943-4 60 107 255 55 

mode 

 
Configuration with 7-place fixed tool magazine 

A B C D 

 

single 
TKE 943-4 60 107 255 55 

mode 

Dimensions in mm 

(a) size clampable with vice without standard end pieces 

(b) size clampable with vice with one 40 mm standard end piece at operator side 

 
3.850 

 
450 

 
- 

 
- 

 
- 

 
- 

 

 

X1 

 

 

Y1 (a) 

 

 

Z1 

 

 

X2 

 

 

Y2 

 

 

Z2 

 
3.460 

 
450 

 
300 

 
- 

 
- 

 
- 

 

 

X1 

 

 

Y1 (a) 

 

 

Z1 

 

 

X2 

 

 

Y2 (b) 

 

 

Z2 

 
3.460 

 
450 

 
300 

 
3.300 

 
410 

 
300 
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Included  Available  
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PROFILE POSITIONING 

WORKPIECE LOCKING 
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